
BETE  MANUFACTURE Electrical construction tools
CRIMPING  TOOLS

0 3 - 0 4 -

Head 360°：

Flip top style,crimping head rotates 360°

Two stage hydraulics：

Two stage hydraulics, automatic pressure release

Lithium battery：

High-capacity 18V power display lithium battery ,

with fast charger

PP Plastic case：

PP plastic, molding in one, strong and anti-impact

 

Battery powered mini crimping tool Suitable for crimping in narrow working space

Light weight,easy operationQuick crimping speed

5.5t

30mm

60ml

Max. 240mm2  

                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                          Φ25mm Cu/Al cable,ACSR                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                             

3.5kg

Cu16-240mm2

Cutting blade: UCACSR and UC40

9*5*44cm

59*51*14cm

Crimping Force

Stroke

Reservoir Capacity

Crimping Capacity

Cutting Capacity

Net Weight

Standard Dies

Dimensions

Packing Size

5.5t

17mm

60ml

Max. 300mm2

-

3kg

Cu50-300mm2

9*5*39cm

59*51*14cm

4t

15mm

60ml

Max. 185mm2

-

2.7kg

Cu10-185mm2

9*5*37cm

59*51*14cm

Head 360°：

Flip top style, crimping head rotates 360°

Two stage hydraulics：

Two stage hydraulics, automatic pressure release

LCD：

LCD screen, display crimping times

LED light:

Equipped with LED work lights to make work easier

Lithium battery：

High-capacity 18V power-on display lithium battery

with fast charger

PP Plastic case：

PP plastic, molding in one, strong and anti-impact

Battery powered crimping tool Automatic pressure release Easy operation

Crimping Force

Stroke

Rated Pressure

Crimping Capacity

Net Weight

Standard Dies

Dimensions

Packing Size

6t

17mm

700bar

Max. 300mm2

4.2kg

Cu50-300mm2

28*7*29cm

59*51*14cm

12t

42mm

700bar

Max. 400mm2

6.8kg

Cu50-400mm2

44*7*28cm

59*51*14cm

40kN

700bar

55kN

700bar

55kN

700bar

Battery level Pressure release 
button LCD Rubber handle Air grid Strap buckle

PP Plastic case18V power display

lithium battery

LCD screen, 

display crimping times

Pressure release 
button

42mm

40kN

700

ECT-185 ECT-6022M ECT-240

ECT-6022 ECT-12042

ECT-185 ECT-6022M ECT-240

ECT-6022 ECT-12042

Working light
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