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Crimping tool
CTF PV WM4

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 1429-0
Fax: +49 5231 14292083
www.weidmueller.com

General ordering data

 
Available until 2020-12-31
Type CTF PV WM4
Order No. 1222870000
Version Photovoltaics, Crimping tool for photovoltaic

contacts
GTIN (EAN) 4050118006254
Qty. 1 pc(s).
 

 

 

The specially developed precision crimping tools CTF PV
WM4 and CTX PV for solar connectors from Weidmüller
and other manufacturers guarantee optimum processing
quality for crimped connections.

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1222870000
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Dimensions and weights
 
Width 250 mm   Width (inches) 9.842 inch
Weight 730 g   Net weight 745 g
 

Classifications
 
ETIM 3.0 EC000494   ETIM 4.0 EC000494
ETIM 5.0 EC000168   UNSPSC 41-11-36-37
eClass 5.1 27-20-03-08   eClass 6.2 21-04-38-11
eClass 7.1 21-04-38-11   eClass 8.1 21-04-38-11
eClass 9.0 21-04-38-11   eClass 9.1 21-04-38-11
 

Product information
 
Descriptive text technical data Crimping tools for photovoltaic contacts

• Ratchet for precise crimping
• Release option in the event of incorrect operation
• With locator for exact positioning of the contacts
• For Weidmüller WM4 photovoltaic connectors and similar plugs
• For Multi-Contact MC4 1.5 mm² to 6 mm² and similar plugs
• For Hirschmann SunCon 4 mm² and similar plugs

 

Approvals
 
Approvals

ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 6 TOOLS 15/16 EN
 

http://download.weidmueller.com/asset/download/file//39464
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Type 4 socket Type 4 pin
Example of use


