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Screwdriver
SDI Set S2.5-5.5/PH1/2

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 1429-0
Fax: +49 5231 14292083
www.weidmueller.com

General ordering data

 
Type SDI Set S2.5-5.5/PH1/2
Order No. 9009730000
Version Screwdriver
GTIN (EAN) 4032248267972
Qty. 1 pc(s).
Packaging Cardboard box
 

 

 

VDE insulated screwdriver sets, for working on live
parts up to 1000 V AC and 1500 V DC, DIN EN 60900.
IEC 900. Each piece is "GS" safety tested. Blade made
from fully hardened, high-alloy chromium-vanadium-
molybdenum steel, gun-metal finish.

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9009730000
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Dimensions and weights
 
Length 285 mm   Length (inches) 11.22 inch
Weight 462 g   Net weight 451 g
 

Screwing tools
 
Form Slotted and crosshead   Number 6
 

Classifications
 
ETIM 3.0 EC001395   ETIM 4.0 EC000174
ETIM 5.0 EC000174   ETIM 6.0 EC000149
UNSPSC 27-11-17-01   eClass 5.1 21-04-04-01
eClass 6.2 21-04-04-01   eClass 7.1 21-04-04-90
eClass 8.1 21-04-04-90   eClass 9.0 21-04-04-00
eClass 9.1 21-04-04-90    
 

Product information
 
Descriptive text technical data (for technical datas see the respective screwdrivers)
 

Approvals
 
Approvals

ROHS Conform
 

Downloads
 
Engineering Data WSCAD
 

http://catalog.weidmueller.com/assets/LINK/CAE_EN.html

