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Conductor markers
SF-TOOL 4-5

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data
 
Type SF-TOOL 4-5
Order No. 1782980000
Version Conductor markers, Mounting aid - SlimFix
GTIN (EAN) 4032248180042
Qty. 10 pc(s).
 

 

 

SlimFix are conductor and cable markers with a space-
saving design. The markers can be fitted even after the
conductor has been installed. They consist of halogen-
free material and comply with flammability rating V0/V2.
SlimFix is an acknowledged and accredited marker type
for traffic engineering applications. The SF tool allows
easy installation, even in case of small markers.
• Halogen-free material
• Flammability rating V0/V2
• Approved and accredited markers for traffic engineering

applications, etc.
• Has to be fixed with cable ties if the conductor cross-

section is larger than 16.0 mm²
• Markers in proven MultiCard format

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1782980000
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Dimensions and weights
 
Net weight 1.49 g    
 

General data
 
Material Polyamide 66   Recommended industries Transportation, Machinery
 

Conductor and cable markers
 
Halogen No    
 

Classifications
 
ETIM 3.0 EC001530   ETIM 4.0 EC001530
ETIM 5.0 EC001530   ETIM 6.0 EC001288
UNSPSC 30-21-18-01   eClass 6.2 23-15-92-90
eClass 7.1 27-14-91-03   eClass 8.1 27-14-91-03
eClass 9.0 27-14-07-08   eClass 9.1 27-40-06-29
 

Approvals
 
ROHS Conform
 



Data sheet
 

Conductor markers
SF-TOOL 4-5

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.comDrawings

 

 

Creation date January 23, 2018 2:18:55 PM CET

  Catalogue status 12.01.2018 / We reserve the right to make technical changes. 3

Example of use


